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TECHNICAL DATA SHEET

5.6kW Veterinary Digital X-ray Machine YSX056-PL (YSF056DRV-B)
Model

YSX056-PL

Maximum output power

5.6kW

Power supply

AC110/220V±10%, 50/60Hz±1Hz

mA adjustable range

5~100 mA

Mas adjustable range

0.1~320 mAs

kV adjustable range

40kV~125kV

Exposure time

1ms~10000ms

X-ray tube focus

0.6mm/1.8mm

Heat capacity

20KJ

Working frequency

80kHz~200kHz

Table size

690*1400mm or 690*120mm (4-way floating)

Flat detector panel

YSFPD-V1717X

Detector size

17*17 inch

Pixel resolution

3072*3072

Pixel pitch

139um

Imaging time
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<8s

A/D conversion

16 bits

Spatial resolution

3.6lp/mm

External size

460*460*15mm

Interface

Wired (Wireless can be optional)

Software

Professional veterinary software with multiple languages

Laptop parameter

Intel i5 CPU, 8G memory,2G card,128G SSD,PCI-E, R232;22.5 inch display. Other options are available
upon request.

Panama | Central America | Caribbean | CARICOM

Information from the authorized catalog. Confirm configuration, accessories and documentation in the
quotation.

Assisted translation: review the manufacturer specifications before purchasing.


